
Honeywell PPT2 Pressure Transducer Specifications –  

 
 

Brand Name Only Acceptable 
 

Model: PPT2-0001DKK2VS-BEF        4 each @ $1245.00 each for a total of $4980.00 

PPT2- Precision Pressure Transducer  

0001D: -1 to +1psid, Differential  

K P1: Stainless Swagelok-compatible (1/8” male)  

K P2: Stainless Swagelok-compatible (1/8” male)  

2V RS-232 Digital w/0-5V Analog Output  

S Option, Standard Temperature Range: -40 to 80°C  

-B Option, Mating Connector  

E Option, Certificate of Conformance  

F Option, Calibration Certificate 

Digital Accuracy: ± 0.0375% FS typical, ± 0.075% FS maximum (FS=4psi)  

Analog Accuracy: ± 0.045% FS typical, ± 0.09% FS maximum (FS=4psi)  

Operating Temperature Range: -40 to 80°C 
 

Model: PPT2-0002DKK2VS-BEF              3 each @ $1245.00 each for a total of $3735.00 

PPT2- Precision Pressure Transducer  

0002D: -2 to +2 psid, Differential 

K P1: Stainless Swagelok-compatible (1/8” male)  

K P2: Stainless Swagelok-compatible (1/8” male)  

2V: RS-232 Digital w/0-5V Analog Output  

S Option, Extended Temperature Range: -40 to 80°C  

-B Option, Mating Connector  

E Option, Certificate of Conformance  

F Option, Calibration Certificate  

Digital Accuracy: ± 0.0375% FS typical, ± 0.075% FS maximum (FS=5psi)  

Analog Accuracy: ± 0.045% FS typical, ± 0.09% FS maximum (FS=5psi)  

Operating Temperature Range: -40 to 80°C___________________________________________  

 

Model: PPT2-0020AKN2VS-BEF        2 each @ $1245.00 each for a total of $2490.00 

PPT2- Precision Pressure Transducer  

0020A: 0 to +20psia, Absolute  

K P1: Stainless Swagelok-compatible (1/8” male)  

N P2: Not Applicable (Absolute) 

2V: RS-232 Digital w/0-5V Analog Output  

S Option, Standard Temperature Range: -40 to 80°C  

-B: Option, Mating Connector  

E Option, Certificate of Conformance  

F Option, Calibration Certificate 

Digital Accuracy: ± 0.0375% FS typical, ± 0.075% FS maximum (FS=4psi)  

Analog Accuracy: ± 0.045% FS typical, ± 0.09% FS maximum (FS=4psi)  

Operating Temperature Range: -40 to 80°C 


